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Since 1985

Solimar goes beyond the competition and offers the following performance guarantee for the Solimar 
Trailer Fluidizer Assembly.

The Solimar Guarantee
Better Than Ever and Still the Best in the Industry
Solimar’s Fluidizer Assembly (Silicone Disk, Stem, Manifold, Gasket and T-Handle) is guaranteed to outlast 
any silicone disk fluidizing systems on the market. Thousands of customers and millions of unloadings 
have proven that Solimar will outlast any of our competitors by at least 20%. That is 20% longer life or 
20% more unloadings, period.

Clarification & Limitations –

Guarantee does not apply if:
1. The Fluidizer Assembly (Product) is used in abrasive product service, including, but not limited to, blasting grit, 
      silica sand or mineral fillers.
2. The Product is used in a manner or for a purpose other than that for which it was manufactured or contrary to 
the uses and specifications below.
3. Improper or abnormal use of, handling of, or improper installation of the Product.
4. Assembled with non-Solimar or unauthorized parts.
5. Repairs have been affected or attempted by persons other than pursuant to written authorization from Solimar. 

Specifications:
1. Product is to be used as an aeration device inside dry bulk pneumatic highway tank trailers.
2. Product is intended for use with Portland cement, flour, starch, sugar, plastics and similar dry bulk products.
3. It is not intended for use with liquid or semi-liquid products.
4. Product is applied to trailers with check valves to prevent product from backing up into the air system and  
     prevent contamination. The product is not intended to eliminate the use of check valves.
5. Operating airflow through the Product is maintained between 20 and 60 SCFM.
6. Operating temperature range is maintained between -75° F and +350° F.
7. Maximum operating pressure is 45.0 PSIG.
8. Fastening torque of Product assembled and affixed to trailer hopper is 18 ft lbs. 

The Buyer must notify Solimar in writing of any claimed defect within 10 days after discovery thereof and 
demonstrate to Solimar’s satisfaction that said defects are covered by this Guarantee. If the defects are of such 
type and nature as to be covered by this Guarantee, Solimar shall furnish replacement Products or replacement 
parts for the defective product. Installation of the replacement Products or parts shall be at the Buyer’s expense.

The sole and exclusive obligation of Solimar shall be to repair or replace the defective Products in the manner 
and for the period provided above. Under no circumstances shall Solimar be liable for incidental, special, or 
consequential damages. Please see Solimar’s Limited Warranty for further information.


